CANNONI CONRAD

TECHNICAL DATA SHEET -

CONRAD LC30R

The CONRAD LC3O0R is the 30 m spray gun made for the demolition and
rental sector.

The LC30R has an integrated PLC for automatic and adjustable rotation
control, pause setting and daily and weekly timer, basic automatisms that

are highly appreciated in the industry.

The equipment available is a fixed tower with slewing ring, a trolley with
three pneumatic wheels or our bikini version, which is suitable for
elevated gun installations, and a ground control unit for
machine-to-machine access and management.

Range 30 m
N. Nozzles 30, on a stainless steel crown
Rotation 340° automatic with integrated PLC

PLC automation

Inclination

Pressure

Water Consumption
Fan power

Total installed power
Noise

IP

Covered Area

@ FAN

Water Filter
Filtering capacity
Water connection

Water pump included

Electrical connection

Water pump switch-on, Fan switch-on, Sleep/Work function,

Rotation setting from 0° to 340°, Daily and weekly timer
-20° +45°manual

10-15 bar

33 I/min

3 Kw-400V-50Hz

55 kW

70 dB

55

2700 m?

410 mm

Inspectable stainless steel filter
100 micron

1% " - Camlock

Self-priming vertical multistage centrifugal electric pump for

gravity operation. No inlet water pressure required

CEE 32A 3P+N+E
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Lifting Housing for forklift forks

Available options Automatic vertical inclination by PLC, Industry 4.0 kit, Dosing

pump for odour abatement, Remote control



